
PARK STANDARD DETAILS

BASKETBALL STANDARD

  AND BACKBOARD
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SURFACE
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4" O.D.

GALVANIZED

POST

BASKET

CLASS 2 AGGREGATE

BASE, 95% RELATIVE

COMPACTION

SUBGRADE COMPACTED

TO 90% MINIMUM RELATIVE

COMPACTION TO A DEPTH

OF 12 INCHES

CONCRETE

REINFORCED FOOTING

5/8" STRAIGHT

ANCHOR BAR,

WELDED TO PIPE

UNDISTURBED SUBGRADE

AC PAVING AND

COURT SURFACE

COATINGS.  REFER TO

PSD SPORT-1 FOR

ADDITIONAL

INFORMATION
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NOTES:

1. DUAL POST, 4' SINGLE OFFSET BASKETBALL GOAL AND STANDARD WITH

1/4" STEEL PAINTED BACKBOARD TARGET, GOAL AND NET. ALL EQUIPMENT

AS MANUFACTURED BY PATTERSON WILLIAMS, PORTER ATHLETICS,

STEELCRAFT, OR APPROVED EQUAL.

2. HOLD THE HIGH POINT OF THE CONCRETE FOOTING 6 INCHES BELOW THE

FINISHED SURFACE.  THE FOOTING SHALL SLOPE AWAY FROM THE POLE

TO DRAIN.
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